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(Part 5)

FEDERAL SPECIFICATION
FOB

.THINKER; PAINT, VOLATILE MINERAL SPIJTO

This specification was approved on the above date by the Direc-
tor of Procurement, lor the use of all departments and establish-
ments of the Government, and shall become effective not later
than October 1, 1945, for use in procurement Initiated on
or after that date. It may be put Into effect, however, at any
earlier date after promulgation.

A. APPLICABLE SPECIFICATIONS
A—1. The following Federal specification, of the issue in effect on

the date of invitation for bids, shall form a part of this specification:
TT-P-141—Faint, Varnish, Lacquer, and Related Materials;

General Specification for Sampling and Test
Methods.

B. GRADES
B—1. This specification covers two grades of petroleum distillate

known as mineral spirits or petroleum spirits for USD in thinning
paints. The grade desired shall be specified in the invitation for bids.
(See Notes I-la and I-lb.)

Grade 1—Light thinner.
Grade 2—Heavy thinner.

C. MATERIAL
C—1. Material shall be as specified under Detail Requirements.

D. GENERAL REQUIREMENTS
D-l. Sec Detail Requirements.

E. DETAIL REQUIREMENTS
E-l. Appearance.—Shall be clear and free from suspended matter

and water.
E-2. Color.—Shall be no darker than an aqueous solution of potas-

sium dichromate containing 0.0048 gram per liter.
E-3. Spot test (i/rado 1 only).—Shall evaporate completely from

filter paper.
658034—15—(no. 33)
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33-4. Blackening.—Shall not blacken clean metallic copper.
33-5. Acidity.—The residue after distillation shall be neutral.
3S-6. The material shall conform to the requirements of table I for

the grade specified, when subjected to the tests prescribed in para-
graph F-3. -

TABT.K I

DistflBation:

Grade 1

Maximum

69° C.
(138° F.)

200° G.
(392° F.)

210° C.
(410° F.)

Minimum

43° C.
010" F.)

38° C.
(100° F.)
we.
(302° F.)

Grade 2

Maximum

65" C.
(155° F.)

238° C.
(400° F.)

251.5° O.
(485° F.)

Minimum

43" 0.
(110° F.)

51.5° 0.
(125° F.)

171° C.
(340° F.)

— — — — -

F. METHODS OF SAMPLING, INSPECTION, AND TESTS
E—1. Detection and removal of separated water.—Draw a portion by

means of a glass or metal container with a removable stopper or top,
or with a "thief" from the lowest part of the container, or by opening
the- feottom valve of the perfectly level tank car. If water is found
to fi® present, draw it all out, record the quantity, and deduct it
from the total volume of liquid delivered.

I1—S3. Sampling.—The method of sampling given under F-2a should
be used whenever feasible. When method F-2a is not applicable,
methtod F-2b, F-2c, or F-2d is to be used, according to the special
conditions that obtain.

F—S3a. While loading tank car or while filling containers -for ship-
ment*—Samples shall be drawn by the purchaser's inspector at the
discfijarge pipe where it enters the receiving vessel or vessels. The
composite sample shall be not less than 5 gallons and shall consist
of simall portions of not more than 1 quart each, taken at regular
internals during the entire period of loading or filling. The composite
sample thus obtained shall be thoroughly mixed, and from it three
samples of not less than 1 quart each shall be placed in clean, dry,
glass; bottles or tin cans, which must be nearly filled with the sample
and securely stoppered with new, clean corks or well-fitting covers or
capsi. These shall be sealed and distinctly labeled by the inspector.
One shall be delivered to the buyer, one to the seller, and the third
held for check in case of dispute.

&-&b. From loaded tank car or other large vessel.—The composite
sample taken shall be not less than 3 quarts and shall consist of
samples of not more than 1 quart each, taken from the top, bottom,
and intermediate points by means of a "thief* or other sampling
devisee. This device attached to a suitable pole is lowered to the
various desired depths, when the stopper or top is removed and the
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container allowed to fill. The sample thus obtained is handled as
In F-^a.F—Sc. Barrels and drums.—Barrels and drums shall be sampled
aftesrr gaging contents. Five percent of the packages in any shipment
or dtelivery shall be represented in the sample. Thoroughly mix the
contents of each barrel to be sampled by stirring with a clean rod
and; withdraw a portion from about the center by means of a "thief"
or either sampling device. The composite sample thus obtained shall
be mot less than 3 quarts, shall consist of equal portions of not less
thart one-half pint from each package sampled, and shall be bandied
as Iin F-2a. Should the inspector suspect adulteration, he shall draw
the samples from the suspected packages.:FM2d. Small containers, cans, etc., of 10 gallons or less.—These
fihoxuld be sampled, while filling, by method F-2a whenever possible;
butrin case this is impossible, the composite sample taken shall be not
less) than 3 quarts. This shall be drawn from at least five packages
(frtsm all when fewer), and in no case from less than 2 percent of
the- packages. The composite sample thus taken shall be thoroughly
missed and subdivided as in F-2a.EP-3. Laboratory examination.—The test methods subsequently re-
fenred to by number are those of Federal Specification TT-P-141a,
Paiznt, Varnish, Lacquer, and Related Materials; General Specifica-
tion! for Sampling and Test Methods.E?-3a. Appearance.—Method 426. Examine also for the presence of
waiter.3s?-3b. Color.—Method 424, except dissolve the potassium bichromate
in fflistilled water in the proportions given in paragraph E-2. Color
No.. 21, Saybolt Chromometer and the Ko. 2 tube, Gardner Color
Staindards are approximately equal to the specified color and may
be -used as secondary standards.

ffi'-^Sc. Spot test (grade 1 only).—Transfer five drops of the sample
by means of a small pipette or burette to the center of a clean white
filt«er paper supported on a 7-cen'timeter crystallizing dish and allow
the liquid to evaporate at room temperature, away from direct sun-
ligjht. There should be no oily spot left after 30 minutes.

3F-3d. Aniline point.—Method 43S.1.
3F-3e. Flath point.—Method 429.1.
3?—3f. Blackening (copper corrosion).—Method 510.
^-3g. Distillation.—Method 430.1.
3F—3h. Acidity.—Collect in a test tube the cooled residue from the

distillation flask (see F-3g), add three volumes of distilled water and
shake the tube thoroughly. Allow the mixture to separate and re-
mote the aqueous layer to a clean test tube by means of a pipette.
Adid one drop of a 1-percent solution of methyl orange. No pink or
retS color should be formed.
GL ^PACKAGING, PACKING, AND MARKING FOR SHIPMENT

<3-l. Packaging.—Unless otherwise specified, commercial packages
ar« acceptable under this specification.

<S—2. Packing,—"Unless otherwise specified, the subject commodity
shall be delivered in substantial commercial containers of the type,
sizie, and kind commonly used for the purpose, so constructed as to
insure acceptance and safe delivery by common or other carriers,
at the lowest rate, to point of delivery called for in the contract
or purchase order.
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:-.- G-3. Marking.—Unless otherwise specified, shipping containers shall
be marked with the name of the material,* the type and the quantity
contained therein, as defined by the contract or order under which
the shipment Is made, the name of the contractor, and the number
of the contract or order.
H. REQUIREMENTS APPLICABLE TO INDIVIDUAL DEPARTMENTS

H— 1. The following departmental specifications of the issue in effect
on date of invitation for bids, and special requirements shall form a
part of this specification, and shall be applicable to purchases made
under this specification by the respective departments.

H-2. Army.—United States Army Specification No. 100-2, Stand-
ard Specification for Marking Shipments by Contractors.

H-3. Navy.—
H-3a. Specifications.—

Navy Department:
General Specifications for Inspection of Material.
39P16—Packaging, and Packing for Overseas Shipment:

Section VI—Boxes, wood, nailed.
Section VII—Boxes, wood, wire-bound.
Section XXIV—Cans and pails, metal.

Interstate Commerce Commission:
17E—Steel Drums, Single-Trip Container.

Copies of the above-referred-to Navy Department specifications may
be obtained without cost upon application to the Bureau of Supplies
and Accounts, Navy Department, Washington 25, D. C., except that
Naval activities should make application to the Supply Officer in Com-
mand, Naval Supply Depot, Bayonne, N. J.1 Copies of the Navy Shipment Marking Handbook may be obtained by
Naval activities and others upon application to the Bureau of Sup-
plies and Accounts.

Copies of Interstate Commerce Commission Regulations for Trans-
portation of Explosives and Other Dangerous Articles, etc., of which
I. C. C. Specification 17E forms a part, may be obtained upon applica-.
tfon, accompanied by money order; coupon, or cash, to the Superintend-
ent of Documents, Government Printing Office, Washington 25, D. C.,
price 40 cents.

H-3b. Packaging.—
H-3b (1). For domestic shipment.—Unless otherwise specified, the

subject commodity shall be furnished in 5-gallon square cans, 5-
- gallon closed top steel containers, 55-gallon steel containers, or tank
cars, as specified in the contract or order.

H-3b (1) a. Five-gallon square cans shall be made of special coated
manufacturer's terneplate throughout and shall conform to the re-
quirements of Navy Department Specification 39P16, section XXIV,
except that no exterior protective coating will be required.

H-3b (1) b. Five-gallon closed top steel containers shall conform
to the requirements of Navy Department Specification 39P16, section
XXIV.

H—3b (1) c. Fifty-five gallon steel containers shall conform to the
requirements of Interstate Commerce Commission Specification 17E.

H-3b (2). For overseas shipment.—Unless otherwise specified, the
subject commodity shall be furnished in 5-gallon closed-top steel con-
tainers or 55-gallon steel containers (see pars. H-3b (1) and
H—3b (1) c), as specified in the contract or order.

FEDERAL STANDARD STOCK CATALOG
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Bt-3c. Packing.—
H-3c (1). For domestic shipment.—Unless otherwise specified, 5-

gaiaon closed-top steel containers and 55-gallon steel containers will
rep^nire no packing. Two 5-gallon square cans shall be packed in a
nailed wood or wire-bound box conforming to the requirements of Navy
Department Specification 39P16, sections VI and VII, respectively.
Each box shall be strapped in accordance with the requirements of the
appendix of the applicable box specification.

EC-3c (2). For overseas shipment.—Unless otherwise specified, 5-
gaHojn closed top steel containers and 55-gallon steel containers will
reojuire no packing.

H-3d. Marking.—
HC-3d (1). Five-gallon square cans.—Unless otherwise specified, 5-

gaUon square cans shall be plainly marked with the following infor-
mation completed:

MATERIAL ______.
QUANTITY ______-
SYMBOL NO. _____-
SPECIFICATION NO.
APPROVAL NO. ___.
CONTRACTOR ____.
MANUFACTURER _

H-3d (2). Shipping containers.—Unless otherwise specified, ship-
ping containers shall be plainly marked with the following information
completed:

MATERIAL ______.
QUANTITY ______.
SYMBOL NO. _____.
SPECIFICATION NO.
CONTRACTOR ____.
CONTRACT NO. __.
GROSS WEIGHT __.
CUBE _________.

In addition to the foregoing, marking shall conform to the requirements
of tbe latest issue of the Navy Shipment Marking Handbook.
L NOTES

I—1. Both grades of the paint thinner (volatile mineral spirits or
petroleum spirits) specified herein may be used in place of tur-
pentine in thinning oil paints.

I—la. Grade 1, light thinner, is intended for general use in thinning
paints.

I—Ib. Grade 2, heavy thinner, is intended for use only as a thinner
for paints where conditions of application, temperature and humidity
retjuire a sloM'er rate of evaporation of the thinner from the paint
or a longer setting-up period.

1—2. For formulas and methods of using this material and informa-
tion regarding the use of other specification paint materials, see
National Bureau of Standards Building Materials and Structures
Report BMS 105, "Paint Manual (With Particular Reference to
Federal Specifications)", for sale by the Superintendent of Docu-
ments, Government Printing Office, Washington 25, D. C.
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1-3. Basis of purchase.—
I-3a. Unit.—Mineral spirits should be purchased either (1) by

volume, the unit being a gallon of 231 cubic inches at 15.5° O.
(60° F.), or (2) by weight. A gallon of mineral spirits at 15.5" C.
(CO" F.) weighs 6.3 to 6.8 pounds. The weight in pounds per gallon
of any sample can be determined by multiplying the specific.gravity
at 15.5°/15.!)» O. (60°/GO° F.) by 8.33. Example: If the specific
gravity at ir>.5°/15.50 C. is 0.7G4, the weight per gallon at this tem-
perature will be 0.704X8.33=6.304 pounds. When purchased by
weight, quotations should be by the pound or by the 100 pounds.
The request for bids should state whether quotations shall be by
the gallon, pound, or 100 pounds.

1-4. It is believed that this specification adequately describes the
characteristics necessary to secure the desired material and that
normally no samples will be necessary prior; to award to determine
compliance with this specification. If, for any particular purpose,
samples with bids are necessary, they should be specifically asked
for in the invitation for bids, and the particular purpose to be served
by the bid sample should be definitely stated, the specification to
apply in all other respects.

1-5. Federal Specifications do not include all types, classes, grades,
sizes, etc., of the commodities indicated by the titles of the specifi-
cations, or which are commercially available but are intended to
cover the types, etc., which are suitable for Federal Government
requirements.

1-6. An Index of Federal Specifications and also a Supplement-
Index of Emergency Alternate Federal Specifications may be purchased
as noted in the paragraph below, price to be obtained from the Super-
intendent of Documents.

1-7. Copies of this specification and of TT-P-l41a may be obtained
upon application, accompanied by postal notes, money order, or
coupon or cnsli, to Superintendent of Documents, Government Print-
ins Office, Washington 25, D. C. Price of this specification 5 cents;
TT-P-141a, 20 cents.

Notice.—When Government drawings, specifications, or other data are used
for any purpose other than in connection with a definitely related Government
procurement operation, the United States Government thereby Incurs no re-
sponsibility nor nny oblifintion whatsoever; and the fact that the Government
may have formulated, furnished, or in any wny supplied the said drawlnss, specl-
Qcatlons, or other data Is not to be regarded by Implication or otherwise us in
any manner licensing the holder or any other person or corporation, or convey-
ing any rights or permission to manufacture, use, or sell any patented Inven-
tion that may in any way be related thereto.

0. S. GOVERNMENT PRINTING OFFICE! !»4B
5

t
j For sale by the Superintendent of Documents, Washington, D. C.

I'rice 5 cents
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' ' / • • ix . . - " . - ^.-kv:5t^__-: m*-nFn*y53ffi

amdt.l '.

TT-T-291a
AMENDMENT—1 '
AUGUST 2, 1951 ___

FEDERAL STANDARD STOCK CATALOG

Section IV '
(Part 5)

FEDERAL SPECIFICATION
FOR

THINNER; PAINT, VOLATILE MINERAL SPIRITS
(PETROLEUM-SPIRITS)

This amendment was approved on the above date by the Com-
missioner, Federal Supply Service, General Services Aclmlnlstra-
tion, for the use of all Federal agencies.

The following changes shall be made in Federal Specification
TT-T-291a, dated July 26, 1945.

Pages TT-T-291a—4 and 5:
Paragraphs H-8 to H-3d (2) inclusive. Delete and substitute

new paragraphs H-3 through H-3d as follows:
H-3. Navy.
H-3a. Applicable specifications and standards.

Federal Specification:
TT-P-143—Paint, Varnish, Lacquer, and Belated Ma-

terials ; General Specification lor Packag-
ing, Packing, and Marking.

Navn Department Specification: -~
General Specifications for Inspection of Material.

Military Standard:
MIL-STD-105—Sampling Procedures and Tables for

Inspection by Attributes.
(Copies of specifications, standards, and drawings re-

Quired by contractors in connection with specific procurement
functions should be obtained from the procuring agency or
as directed by the contracting officer.)

H—3b. Sampling, inspection, and test procedures.
H-Sb (1). Inspection procedures.—The general inspection

procedures shall be in accordance with General Specifications
for Inspection of Material.

H—3b (2). Lot.—For purposes of sampling, a lot shall
consist of paint thinner from one batch or tank offered for
delivery at one time. If material cannot be identified by
batch or tank, a lot shall consist of not more than 10,000
gallons offered for delivery at one time.

960900—51—(No. 33)
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FEDERAL STANDARD STOCK CATALOG

Section IV
(Part 5) .

FEDERAL SPECIFICATION • • . . .
FOR

THINNER; SYNTHETIC-ENAMEL

This amendment was approved on the above date by the'Director, Bureau of Federal Supply, for the use of all departments
and establishments of the Government, and shall become effective
not later than July 15, 1849 for use in procurement initiated
on or after that date. It may be put into effect, however, at anyearlier date after promulgation.

The following changes shall be made in Federal Specification TT-T-
306, dated June 19, 1047:

Pages TT-T-300—3, 4, and 5: '
Paragraphs H-2 through H-3e. Delete in their entirety and

substitute paragraphs H-2 through H-^a as follows:
H—2. Army and, Navy.—
H-2a. Applicable specifications and other publications.—

Federal Specifications:
LLL-B-631—Boxes; Fiber,

Shipment).
LLL-B-636—Boxes; Fiber, Solid

ment).

Corrugated (lor Domestic
(for Domestic Ship-

Join* Army-Navy Specifications:
J.AN-P-106—Packaging and Packing for Overseas Ship-

ment—Boxes; Wood, Nailed.
JAN-P-110—Packaging and Packing for Overseas Ship-

ment—Drums; Metal, C5-Gallon (for
other than Petroleum Products).

JAN-P-124—Packaging and Packing for Overseas Ship-
ment—Containers (Cans, Pails and
Drums) Metal (for Other than Subsis-
tence Items).

800362—19—(No. 210)
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U. 8. Army Specification:
loo-a—standard Specification for Marking Shipments by

• ' Contractors.1

1 Navy Department Specification:
General Specifications for Inspection of Material.1

Bureau of Supplies and Accounts Publication:
Navy Shipment Marking Handbook.*

Interstate Commerce Commission Publication:
Regulations for Transportation of Explosives and-Other

Dangerous Articles by Freight
V. S. Coast Guard Publication:

Regulations for Explosives or Other Dangerous Articles
on Board Vessels.

(Copies of Federal and Joint Army-Navy specifications re-
quired for Navy purchases, Navy Department specifications, and
the Navy Shipment Marking Handbook may be obtained with-
out cost upon application to the Bureau of Supplies and Ac-
counts, Navy Department, Washington 25, D. C., except that
Naval activities should make application to the Supply Officer
in Command, Naval Supply Center, Norfolk 11, Va. Both the
title and identifying symbol or number should be stipulated
when requesting copies of specifications.

(Copies of ^specifications required for Army purchases may
be obtained from the procuring agency. Both the title and the
identifying symbol or number should be stipulated when re-
questing copies.

(Information as to the availability of Regulations for Trans-
portation of Explosives and Other Dangerous Articles by Freight
may be obtained from the Interstate Commerce Commission,
Washington 25, D. C.

(Information as to the availability of Regulations for Ex-
plosives or Other Dangerous Articles on Board Vessels may be
obtained from the U. S. Coast Guard, Washington 25, D. C.)

H-2b. Packaging.—The thinner shall be packaged in 1-gal-
lon cans, 5-gallon containers, or in 55-gallon metal drums, as
specified in the invitation for bids.

H-2b (1). One-gallon containers.—One-gallon square or rec-
tangular-base metal cans shall conform to the requirements of
Joint Army-Navy Specification JAN-P-124, type I. Each con-
tainer shall have a formed bridge-type handle securely affixed
to the center of the top. Cans shall be fitted with screw-neck
closures and innerseals shall be provided to prevent leakage.

H-2b (2). Five-gallon containers.—Five-gallon liquid-tight
metal containers shall conform to the requirements of Joint
Army-Navy Specification JAN-P-124, type V. Cans shall be
constructed throughout from 24-gage steel. The container body
shall be offset to permit stacking. The body shall have two

1 Applicable to Army purchases only.1 Applicable to Navy purchases only.

FEDERAL STANDARD STOCK CATALOG
(Section IV, Part t»
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(Apr. 1949)

beaoJs or rolling hoops. The container head shall be fitted with
an embossed vent and a 1%-inch continuous-thread curled and
millled screwcap equipped with a tamperproof export inner seal.

BE-2b (3). Fifty-five oallon'drums.—Fifty-five-gallon drums
sham be single-trip, 55-gallon capacity, round metal drums of not
lessa than 18 gage. Drums shall be liquid-tight, closed top,
fabricated in accordance with the requirements of Joint Army-
Nawy Specification JAN-P-UO. Containers shall be filled so as
to mrovide an air space sufficient to permit thermal expansion
without leakage.

E[-2c, Packing.—•
33—2c (1). For domestic sMpment.—
M—2c (1) a. One-gallon containers.—
33-2c (1) a (1). When the weight of the 1-gallon container

is more than 10 pounds, six 1-gallon cans shall be packed in a
naaled wood box conforming to Joint Army-Navy Specification
JAlN-P-106, style 2 or 4, type 2 load, except that the sides, top,
antd bottom shall be of not less than %e-inch material. Boxes
neasd not be strapped. The arrangement of the cans in the box
shall be three in length and two in width.- A wood strip extend-
ing the full length of the box and high enough to provide at
least %-inch clearance between the handles and the top of the
IKES:, shall be provided.

3BC-2c (1) a (2). When the weight of the 1-gallon container
is' less than 10 pounds, four 1-gallon containers shall be packed
im a fiberboard box conforming to the requirements of Federal
Specification LLIr-B-GSl or LLT -̂B-63G, style RSC. The mini-
nsam bursting strength of the fiberboard shall be 275 pounds.
AH flaps of the fiberboard box shall be sealed with a good quality
adhesive applied evenly throughout the eutire area of contact
between the flaps. Cells or buffer pads extending the full length
c*f the box, and high enough to provide at least 14-inch clearance
between the handles and the top of box, shall be provided.

H-2c (1) b. Five- ana 55-gallon containers.—Unless other-
vrfse specified, 5- and 55-gallon containers need no overpacking.

H-2c (2). For overseas shipment.—
H-2c (2) a. One-gallon containers.—Unless otherwise speci-

fied, six 1-gallon containers shall be packed in a nailed wood box
constructed, strapped, and sealed in conformance with the re-
tjnirements of Joint Army-Navy Specification JAN-P-106, style
2 or 4, type 2 load, except that the sides, top, and bottom shall be
of not less than %6-inch material. The arrangement of cans
fcn the box shall be three in length and two in width. A wood
strip extending the full length of the box and high enough to
provide at least %-inch clearance between the handles and the
top of the box,,shall be provided.

35-20(2)1)." Five- and 55-gallon containers.—Unless other-
wise specified, 5- and 55-gallon containers packaged as specified
in paragraphs H-2b (2) and H-2b (3), respectively, need no
everpacking.

E-2d. Marking and labeling.—
E-2d (1). Army.—
H-2d (1) a. Cans and drums.—Unless otherwise specified

all cans and drums shall be durably and legibly marked on the

oo
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main panel of the body by lithographing, stenciling, or band
stamping with a noncorroslve, weather-resistant, waterproof
ink, which will not smear or rub off during ordinary handling,
with the following information:

Stock number.
Nomenclature.
Quantity.
Contract or order number.
Name and address of manufacturer.

H-2d (1) b. Exterior shipping containers.—Exterior ship-
ping containers shall be marked in conformance with the re-
quirements of U. S. Army Specification 100-2 and, in addition,
each shipping container shall have labels or other danger
and hazard markings as required by law as specified in Inter-
state Commerce Commission Regulations for Transportation of
Explosives and Other Dangerous Articles by Freight, and U. S.
Coast Guard Regulations for Explosives or Other Dangerous
Articles on Board Vessels.

H-2d (2). Navy.—In addition to any special marking re-
quired by the contract or order, marking of interior" packages
and shipping containers shall be in accordance with the require-
ments of the Navy Shipment Marking Handbook, the filter-
state Commerce Commission Regulations for Transportation of
Explosives and Other Dangerous Articles by Freight, and the
U. S. Coast Guard Regulations for Explosives'or Other Danger-
ous Articles on Board Vessels.

H-2e. Ordering data.—Requests, requisitions, schedules, and
contracts or orders should specify the type of container re-
quired, and whether the subject commodity is to be packaged,
packed, and shipping containers marked for domestic or over-
seas shipment (See pars. H-2b and H-2e.)

H-3. Air Force.— -' '
H-3a. Marking for shipment.—Marking of shipping contain-

ers shall be In accordance with the requirements of U. S. Army '
Specification 94-40645, Marking, Exterior, Domestic and Ex-
port shipment, by Contractors. (Copies of specifications re-
quired for Air Force purchases may be obtained from the Com-
manding General, Air Materiel Command, Wright-Patterson
Air Force Base, Dayton, Ohio.)

> '"^

:-$?Mi

U. S. «OVCKHHCKT HIHTIHS OFFlCCilH!

S* 8836



^^^^^^^^y^gjM

AMENDMENT—:
'I SEPTEMBER 5,'1951'-4

1 . • . • - ' - -i -f-:-;i'Vv^^YVr*'S".!'*4?^O~:BUPB«SBDIMa''x*CAaSJfc«
• ' • ' • ";..~"f . '•• /" -'_•/-• v . ; ; ' ' • AMENDMENT—l,£':.t?f;&

V, "' '• ''••••••*\v-^l''«^../;:-irV < • * - ' ' > Ap^JS.-l^f.'^fv^V^tvtf^:^:/^i.:vj*:#>-m^^^
' ». . > _____ ———' - _ • _^ . .««. * MM ««*A««>'Tsi • m A <e S*r* ,*-J'T*1!-! • » c.. .•* -*./> ff.*j tt'IVT

?<r. THINNER ;^YOTIIEJTIC^NAMEIQ|

The following changes shall
T-306, dated June 19, 1947:

Pages TT-T-306—8, 4, and 6
Paragraphs H-2 through

substitute new paragraphs
H-2. Army.
H-2a. Applicable specifications

Military Specifications

,' JAN-P-124^-Packaging and Packing for 'Overseas Shll

100-2—Standard Specification'.for1;M
. . ' by Contractors.' '.."•"

Interstate Commerce Commission Pulilication:
' Regulations for' Transportation' of :Explos

, . , \ Other Dangerous Articles by Freight'''̂ '̂ ^ '̂?'"'
U»8. Coast Guard, Publication: '•"> ••''"•''••'^'^^••i^ftii!fiy:^^
, Regulations for Explosives or Other Dangerous Artieles^§&*i"|

(Copies of specifications, standards, and drawings required by tbe .
contractor In connection with specific procurement functions should,
be obtained from the procuring agency - . - . . . ..
I n g officer.) - • • - • • • • • •
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Freight may be obtained from the Interstate Commerce
'&'mission, Washington 25,D. 0. - ' •:•''.'• -.".."" •',< - ' • ' - ,|
£?sr'r {Information as to the availability of Regulations for Ex-!r

L%U plosives or Other Dangerous Articles on Board Vessels may
"" be obtained from the U. S. Coast Guard, Washington 25,

,
H—2b. Pacfcoirfnfl fcr overseas shipment.—The thinner -

shall be packaged in 1-gallon cans, 5-gallon containers, or In
55-gallon metal drams, as specified in the. Invitation for bids.'

H—2b (1). One-gallon containers.—One-gallon square .or
rectangular-basemetal'cansshall conform to the requirements
of Military Specification JAN-P-124, type L Each container
shall have a formed bridge-type handle securely affixed to the
center of the.top. Innerseals shall be provided to prevent
leakage. - - ; . - ' . .
i H~2b (2). Five-gallon containers.—Five-gallon liquid-tight
metal containers shall conform to the requirements of Mili-
tary Specification JAN-P-124, type V. Cans shall' be con-
structed throughout from 22-gage steel. When specified in
the contract or order, containers shall have rolled or swaged ,
beads for added strength.

H-2b (3). Fifty-live gallon drums.—Fifty-flve-gallon drums
shall be single-trip, fifty-flve-gallon capacity, round metal
drums of not less than IS gage. Drums shall be liquid-tight,
closed top, fabricated in accordance with the requirements of
Military Specification JAN-P-110. Containers shall be filled
so as to provide an air space sufficient to permit thermal
expansion without leakage.

H—2c. Packing for overseas shipment.
H—2c (1). One-gallon containers.—One-gallon containers

shall be packed in conformance -with the appendix to Specifica-
tion JAN-P-124, except that exterior containers shall be
limited to nailed -wood boxes and wood-cleated plywood boxes.

. H2c (2). Five-gallon containers and fifty-five-gallon.
ffrums.—Five-gallon containers' and fifty-five-gallon drums
will require no overpacking.

K—2d. Marking and labeling.
H-2d (1). Cans and drums.—Unless otherwise specified,

an cans and drums shall be durably and'legibly marked on the
main panel of the body by lithographing, stenciling, or hand
stamping with a noncorrosive, weather-resistant, waterproof
ink, which will not smear or rub off during ordinary handling,
with the following information:

Stock number *
Nomenclature
Fed. Spec. TT-T-306
Quantity
Contract or order number
Name and address of manufacturer

H—2d (2). Exterior shipping containers.—Exterior ship-
ping containers shall be marked in conformance with the
requirements of TT. S. Army Specification 100-2 and, in addi-

••jff'i-
&•

• • > . • • " •: . . •''•••'• f- • -•!,••>»•.«-,• *:•:*.••"•-• *.:•< :-if . i*\>•-.- .• -.•{p.p.
tion, each shipping container'shall have labels or other danger 'r^i~.\
and hazard markings as required by law as specified In Inter-;>;<.: '

. state Commerce Commission Regulations for Transportation ,^"';!:,
of Explosives and Other Dangerous Articles by Freight, and .'/
U. S. Coast Guard Regulations for Explosives or Other :-,::;
Dangerous Articles on Board Vessels. . , ' " . -v K

H-3. Jfavt/. . . • • . ' . ? : • . " • • • - : - . . ' • - • • " • ' . ' -
H-Sa.' Applicable specifications: '-: •. •/ " . « • , . • ' ' '

Federal Specification: • . ~~ :': '
TT-P-143—Paint, Varnish, Lacquer, and Related Ma- .

terials; General Speculcation for Pack- ' ;
aging, Packing,.and Marking. •/.:

Navy Department Specification: ' - '• •
General Specifications for Inspection of Material.

(Copies of specifications, standards, and drawings required by the
contractor In connection with specific procurement functions snonld ' '•
be obtained from the procuring agency or as directed by tne contract-
ing officer.)

H-Sb. Inspection procedures.—For Naval- purchases- the -. -,tj .
general inspection procedures shall be In accordance with
General Specifications for Inspection of Material.

H-3c. Packaging, packing, and marking.—The thinner shall
be packaged, packed, and marked in 1-gallon, 5-gallon, or 55-
gallon containers in accordance with the requirements of
Specification TT-P-143.

H-Sd. Ordering data.—Requests, requisitions, schedules, ,
and contracts or orders should specify the size container re-
quired and whether it Is for domestic or overseas shipment. ,

NAVY INTEREST: A J/C 0 Sh S Y
H-4. Air Force.
H-4a, Marking for sMpment.—Marking of Air Force ship-

ping containers shall be in accordance with the requirements
.of U. S. Army Specification 94-40645, Marking; Exterior,
Domestic and Export Shipment, by Contractors.

(Copies of specification*, standards, and drawings required by the
contractor in connection with specific procurement functions should
be obtained from the procuring agency or as directed by the contract-
Ing officer.)
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